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S P E C I F I C A T I O N

C O A T I N G Zn-Al (90% zinc, 10% aluminium), 120 GSM, no wax topcoat

T E N S I L E  S T R E N G T H Q-Knot: 1150 to 1300 MPa. ZS-Knot: 700 to 800 MPa

C O R R O S I O N  R E S I S T A N C E 1,200 hours salt spray without red rust, tested

R A T E D  L I F E 20 years*

L I N E  W I R E S 2.45 mm; 2.75 mm at top and bottom

S T A Y  A N D  K N O T  W I R E S 2.45 mm stays every 150 mm (6 in); knot wire 2.24 mm

P O S T  G A P 5 m

K N O T  T E C H N O L O G Y

Q - K N O T  G R A D U A T E D  G R I D T H E  Q - K N O T Z S - K N O T  4  X  2  A N T I - C L I M B

T E S T I N G  A N D  S T A N D A R D S

Tested at NABL-accredited laboratories: tensile strength to IS 1608 (Part 1), coating mass and adherence to IS 6745, and 1,200
hours of salt spray without red rust.
*To know how rated life is calculated, visit simosecuron.com.

SIMO Securon is a brand of SIMO WiroTEK Private Limited (formerly SIMO Screens Private Limited).
Specifications may be revised; each order is confirmed against its approved drawing. Product datasheet, October 2026.



S I M O  S E C U R O N  Z E T A  N O V A  •  S I Z E S ,  U S E S  A N D  I N S T A L L A T I O N

S I Z E S  A N D  O P T I O N S

H E I G H T S 5 ft (1.5 m) and 6 ft (1.8 m) standard; custom up to 8 ft (2.4 m)

L I N E  W I R E S 14 at 5 ft; 16 or 20 at 6 ft; 20 at 8 ft

R O L L  L E N G T H 30 m (ZS-Knot: 50 m)

Q - K N O T  G R I D Graduated: 3.5 in at the bottom to 7 in at the top; stays every 6 in

Z S - K N O T  G R I D S 4 x 2 in anti-climb and 4 x 4 in, 6 ft and 8 ft; 3 x 3 in (25 line wires), 6 ft. 700 to 800
MPa wire, 50 m rolls

S K U S Q-Knot: SSZN-Q14-05-030 (5 ft), SSZN-Q16-06-030 and SSZN-Q20-06-030 (6 ft),
SSZN-Q20-08-030 (8 ft, custom). ZS-Knot: SSZN-Z42-06-050 and
SSZN-Z42-08-050 (4 x 2), SSZN-Z44-06-050 and SSZN-Z44-08-050 (4 x 4),
SSZN-Z33-06-050 (3 x 3)

L E A D  T I M E S About 7 days for standard rolls and 30 to 45 days for custom projects, from order
confirmation.

S U I T A B L E  F O R

Estates and plots Solar farms Industrial perimeters Agriculture

I N S T A L L A T I O N  E S S E N T I A L S

1 Terminal posts braced at 45 degrees, with a horizontal stay to the first
supporting post.

2 Terminal foundations at least 45 x 45 cm and 75 cm deep; corners 60
x 60 cm and 75 cm deep, braced both ways.

3 Angle posts 50 x 50 x 6 mm, 65 x 65 x 6 mm at terminals and corners,
or concrete columns at least 150 x 150 mm. Post height: fence height
plus at least 50 cm.

4 Posts every 5 m. Tension the line wires only after the concrete has
fully cured.

5 Join rolls by splicing and twisting the line wires; never weld or joint the
fabric. Clip to every post.

Post gap 5 m
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T H E  C O M P L E T E  S Y S T E M

QvikFixrr™ posts (standard 8.5 ft shafts, supplied hot-dip galvanised or epoxy coated), V-Clips and C-Clips, fabric locks and
fasteners; RTHT™ barbed wire (Zeta Nova grade Zn-Al) and concertina coil for security toppings. Supply only, supply and
install (recommended), or turnkey EPC.

Get a quotation
+91 93730 08466 (call or WhatsApp)

sales@simosecuron.com

simosecuron.com

SIMO WiroTEK Private Limited (formerly SIMO Screens Private Limited). Registered office: 504 Brij Bhumi, Plot 263/264, CA Road, Near Telephone Exchange Square,
Nagpur, Maharashtra 440008.
Works: Shed C, Plot No. 12, GSP Pyramid, Saigaon Road, MIDC Butibori, Nagpur 441122. CIN U25993MH2023PTC410347 · GSTIN 27ABLCS6812M1ZQ · October 2026


